Ground ladders and 

Ropes and knots test

1. What is the bottom section of an extension ladder called?

A. Lower, bed or beam 

B. Bottom, beam or lower

C. Bed, base or main

D. Bed, beam or bottom

2. The _____ is the part of the extension ladder that hooks into the rungs to keep the  ladder extended.

A. Puppy

B. Pawl, lock or puppy

C. Clamp, pawl or dog

D. Pawl, lock or dog

3. Another name for a folding ladder is a _____ ladder.

A. Hinged single ladder

B. Attic ladder

C. Scuttle ladder

D. Hinged attic ladder

4. All of the following are true about single ladders except.

A. May be of truss construction

B. Generally available in even-foot lengths from 12 to 18 feet

C. Sometimes called wall ladders

D. Non-adjustable

5. A _____ ladder is equipped at the tip with folding hooks for anchoring ladder to the roof ridge. 

A. Hook

B. Ridge

C. Wall

D. Roof

6. This type of ladder is adjustable in length and is used to provide access to windows and roofs within their length limits.

A. Extension ladder

B. Roof ladder

C. Adjustable ladder

D. Two piece ladder

7. Length indicated on an extension ladder is determined by______

A. The full reach when at a 75 degree angle

B. The length of the side rails when fully extended

C. Adding the sections together and then deducting for the overlap of the sections

D. The height of the building it should be used on

8. A ladder that is used in attic scuttle holes and in small rooms and closets is called a _____ ladder.   It’s also good for pinching your fingers!!

A. Attic

B. Scuttle 

C. Hinged

D. Folding

9. Fire service ladders must meet the requirements of _____

A. The fire Chief 

B. N.F.P.A 1931

C. N.F.P.A. 1913

D. O.S.H.A. BR549

10. Maintenance of ladders can be performed by _____ but service must be performed by _____ 

A. Firefighters / Ladderepair.com

B. Trained ladder repair technician / Firefighters

C. Firefighters /  Trained ladder repair technicians

D. Truck company operators / Trained firefighters

11. When should ladders be cleaned?

A. Prior to annual test

B. Quarterly

C. Weekly

D. After each use and or monthly 

12. N.F.P.A. 1901 requires that pumpers shall carry at least one of the following size ladders except..

A. Straight ladder; minimum 16 feet

B. Roof ladder; minimum 14 feet

C. Folding ladder; minimum 10 feet

D. Extension ladder; minimum 24 feet 

13. When two firefighters are carrying a ladder together, they should be positioned:

A. Same side, facing away from each other

B. Opposite sides facing each other

C. Opposite sides facing the same direction

D.  Same side facing the same direction

14. You are using 20 feet of a 28 foot ladder, approximately how far will the butt of the ladder be from the building ..

A. 4 feet

B. 2.8 feet

C. Depends on the height of the building

D. 5 feet

 Match um up for proper ladder placement…..

15. When accessing roof ____                            A. Tip even with or slightly 

                                                                                  below sill, or inside the window 

                                                                                  opening with two or three rungs above

                                                                                  the sill if the window is wide enough

 16. Directing streams or supporting                    B. To windward side of window with 

       a smoke fan ___                                                  tip about even with window top

 17.  Window rescue ___                                      C. Directly in front of the window with 

                                                                                   the tip on the wall above the window

 18.  Ventilation or climbing into or                     D. Top five rungs above the roof edge

        out of narrow windows

19. The proper climbing angle of ground ladder should be

A. Climber can stand upright and reach the rungs at arms length

B. Approximately 75 degrees

C. Distance of butt from wall equals used length of ladder divided by four 

D. I would say, “all of the above” 

20. All of the following are true about ladder placement except:

A. You can place ladders over openings such as windows and doors during the 

      daytime because they will be more visible

B. Take advantage of strong points in building construction when placing ladders

C. Ladder at least two points on different sides of the building

D. Avoid placing ladders over openings such as window and doors.

21. Which of the following features must be adheared to when referring to ropes which are “life safety”?

A. Used solely to support rescuers/victims

B. Must be synthetic, block creel, or virgin fiber

C. May not be re-used unless it meets all reuse criteria

D. All of the above

22. Which condition is not a requirement to allow life safety rope to be re-used?  

A. Must be orange in color

B. No visible damage

C. Never exposed to heat, flame, or abrasion

D. Never subject to any impact load

E. Never exposed to harmful liquids, solids. gases, mists, or vapors.

F. Passes inspection before and after each use.

23. When considering the life safety rope we use in the W.F.R.D., what is the name of the      core section of that rope?

A. Strand

B. Fiber

C. Mantle

D. Kern

24. The loop that does not cross over itself, is known as a _____

A. Bight

B. Bit

C. Round turn

D. Hitch

25. The part of the rope which is used to hoist, pull, belay, etc.. is known as the..

A. Standing part

B. Running end

C. Working end

D. Pulling end

26. This knot or hitch is used as a safety knot or hitch.  It can also be used to backup or secure other knots

A. Half hitch

B. Clove hitch

C. Safety knot

D. Overhand knot

27. All of the following are features of the clove hitch except:

A. Used primariy to attach ropes to objects (cylindrical)

B. Easily formed of two half hitches

C. Can be used as a safety

D. When properly tied, withstands pull in either direction without slipping

28. The _____ knot has these wonderful features.

· Has replaced the bowline knot since the introduction of synthetic rope

· Is not as likely as the bowline knot to damage the rope

· Is stronger than the bowline knot

· Is an easy knot to tie, untie, inspect, and keep neat

A. The wonder knot

B. The figure 4 knot, tied twice

C. The figure 8 knot

D. All of the above

29. To hoist a pike pole, you would tie it how?

A. Two clove hitches and two half hitches

B. One clove hitch and two half hitches

C. One bowline and two half hitches

D. One tag line and a clove hitch

30. Rope which is preferred for rescues requiring raising and lowering of heavy loads is known as being of _____ category or construction..

A. Static (high stretch)

B. Dynamic (high stretch

C. Static (low stretch)

D. Dynamic (high stretch)

